
OUTPUT: Use an audio 

cable to connect to 

the amplifier.

INPUT: Use audio cables to connect 

    electric guitars and other musical 

                                         instruments.
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NOISE  KILLER

Weight: 195g (Bare metal).

Power: 9V / 300mA DC (Center Negative).

Dimension: 115mm(L) * 66mm(W) * 35mm(H).

Weight: 200g (Bare metal).

Power: 9V / 300mA DC (Center Negative).

Dimension: 115mm(L) * 66mm(W) * 35mm(H).

Input Impedance  :  1MΩ.

Output Impedance  :  1KΩ.

Output Noise Level  :  <10mV.
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LEVEL: This knob is used to adjust 

the volume of the effector.

TONE: This knob controls the tone 

of the output signal.

OUTPUT: Use an audio 

cable to connect to 

the amplifier.

INPUT: Use audio cables to connect 

    electric guitars and other musical 

                                         instruments.

PEDAL SWITCH: This foot switch can 

switch the effector on/off.

Guitar

SUSTAIN：This knob adjusts the sustain

time.Rotating this knob clockwise

increases the sustain time.By rotating

it counterclockwise,the output level is

limited.

ATTACK：This adjusts the intensity 

of the attack in the picking.

THRESHOLD: This knob is used to 

adjust the threshold of the noise 

gate. The noise below the threshold 

will be intercepted by the effector.

MODE: Mode selection switch

HARD: Hard noise reduction mode.

SOFT: Soft noise reduction mode.

+

-

-70dB

-60

-50

-40
-30

-20

-10

0

10dB

SOFT

HARD

THRESHOLD

NOISE  KI ERll

SUSTAIN

ATTACK

LEVEL

TONE

COMP  PRO
Compressor

Level：该旋钮用于调节效果器的音量，

当效果器处于工作模式下，可通过该旋

钮调节相应的效果音量。

Tone：此旋钮控制输出信号的音调。 

顺时针旋转可增加高音，逆时针旋转可

降低高音。

Output：使用 1/4

英寸(即6.35mm) 

音频线连接音箱

等播放设备。

Input：使用 1/4英寸(即6.35mm) 音频

                                     线连接电吉他等

                                                乐器设备。

                                              

Attack：调节拨弦的起音强度。在顺时

针位置，即使在快速拨弦时，每个音符

也保留起音，产生驱动声。

Sustain：此旋钮调节延音时间。顺时针

旋转此旋钮可增加延音时间。逆时针旋转

可限制输出电平。

Pedal Switch：该脚踏开关可以切换

效果器打开/关闭。

供电：此插孔应使用9V效果器适配器（内负极外正极）来进行供电。

Guitar

THRESHOLD：该旋钮用于调节噪音门

的阈值，低于阈值的噪音将会被效果器所

拦截。

Output：使用 1/4

英寸(即6.35mm) 

音频线连接音箱

等播放设备。

Input：使用 1/4英寸(即6.35mm) 音频

                                     线连接电吉他等

                                                乐器设备。

                                              

MODE：模式选择开关

HARD：更快、更难降噪。

SOFT：更柔和、更平滑的降噪。

Pedal Switch：该脚踏开关可以切换

效果器打开/关闭。

供电：此插孔应使用9V效果器适配器（内负极外正极）来进行供电。

Guitar
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POWER: This jack should use a 9V effect adapter (internal negative external positive) 
                                                                                                                    to power the effect.

Amplifier

PEDAL SWITCH: This foot switch can 

switch the effector on/off.
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POWER: This jack should use a 9V effect adapter (internal negative external positive) 
                                                                                                                    to power the effect.
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